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L-500 FRONT END LOADER

Pasquali End Loaders are uniquely engineered to exploit the strength and maneuverability of our
four-wheel drive articulated diesel tractors. The articulated steering simplifies positioning the loader
bucket, all you need do, is “point the tractor at the load”! The rugged construction of the frame,
boom and bucket combination qualifies this loader for a wide variety of material handling ]ObS in
farm, commercial and institutional applications.

B 48",54" & 60" Buckets B Box section arms
B Manure forks B Rugged welded construction
B Lubricated pivot pins B Chrome plate cylinder rods
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SPECIFICATIONS
o 200 FRONT END LOADER

Dimensional Information

A Maximum lift height........ 94"
B Clearance,

bucketdumped ....... 7612"
C Reach, bucketup.......... 21"
D Maximumdumpangle...... 30°
E Reach, bucketdown ....... 38"
F Bucketrollback ........... 13"
G Diggingdepth.............. i
H Minimum

overall height ......... 514"
I  Minimum

frontoverhang .......... 72"
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Bucket Options | Qperatl?nal Information
a€iBuckol(neavyduty) e e 750 Ibs.
ggu gucﬁe}: {mnedium duty) Breakout force............ 1650 Ibs.
40" Muc = {fs ?{W} Raising time........... 6.3 seconds
QHuIE LRSS Lowering time ......... 5.5 seconds
Bucket dump time...... 3.5 seconds
Loader Weight 780 Lbs. Bucket roll back........ 3.6 seconds

The above specifications are subject Lo change withoul notice,
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