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HYDRAULIC TRENCHER

The Pasquali Trencher combines a direct mechanical drive to the chain with a dual-drive
hydraulic creeper for all-around versatility and performance in a wide range of soil condi-

tions. The rugged frame is designed with dual pivot convenience that provides faster,
steeper starts, with better spoil control and extra high clearance. :

W 6" to 12" Wide B 34,000 Lb. trenching chain
B 72" Maximum depth B Hydraulic creeper drive

B Unique 90° trenching angle B Adjustable head shaft

B Rugged frame construction . B Responsive boom control

B Integral slip clutch B Infinite control of ground speed

(0 to 30 feet/minute) i
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SPECIFICA TIONS H

DIMENSIONAL DATA WIDTH OF TRENCH

A.Trench Depth(seechart)................... 72" MAX < L . =

B. Trench Width(mintomax). . ................ 6" to 12" N 3

. BoomTravellp et e e e s e 35° > z

D.BoomTravel DOWN . ... o i eir v s s nsssnns a0° — ! |—| |—-30" =

E.Head Shaft Height . ............... Variable 10" to 16" -3 £

F.Spoil DischargeReach ................... 12" to 18" . 9

G. Trenching Angle ... .. 80° MAX; 60°-65° Recommended = |—48 x

o

DESIGN FEATURES TRENCH SIZES o a

HydraulicCreeperSpeed. ... ................. 0-30 FPM

Road Speeds (mechanicaldrive) .. ......... .37 to 15 MPH

Adjustable Head ShaftHeight ................ 10" to 16"

OptionalBoomExtension. .. ...................... 12"

STANDARD BOOM & CHAIN COMBINATIONS

Length of Width of Chain (inches) -

Boom (inches) 6 8 10 12 Boom  65° Digging 90° Digging

30 x x ” X Length Ang_le' Angle

28 5 = i 212 ft. 30 in. 33 in.
3 ft. 36 in. 40 in.

48 X X 4 ft. 48 in 53 in.

60 X 5 ft. 60 in. 65 in.

72 X 6 ft. 72 in. 79 in.

*60*-656° RECOMMENDED FOR NORMAL DIGGING

The above specilications are subjec to change without notice.
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